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BAGGED STONE

HEIGHT VARIES
BETWEEN 4 AND 6 FEET
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REINFORCED CONCRETE FOOTING
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#5 BARS @ 12” 0.C. BOTH WAYS \
6'—6" MAX. FINISHED GRADE

4” PVC (WEEP HOLES)

@ 10’ C. TO C. PROVIDE 6" MIN.
OF BAGGED STONE AROUND
THE PIPE.

SEE NOTE #

CEMENT RUBBLE MASONRY WALL
NTS

NOTES:

1. REINFORCING TO HAVE 3" COVER EXCEPT WHERE SHOWN OTHERWISE.
ALL REINFORCING BARS SHALL BE SPLICED A MINIMUM OF 30 DIAMETERS
UNLESS NOTED OTHERWISE.

2. CONCRETE SHALL BE CLASS "C” AS DESCRIBED IN THE STATE OF

CONNECTICUT DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS
FORM 816

3. REINFORCEMENT BARS SHALL BE ASTM A 615/A 615M, STANDARD CONSTRUCTION DETALL
GRADE 60(420)

CEMENT RUBBLE

4. USE SCD No. 506.12 FOR CEMENT RUBBLE MASONRY WALLS TO

BE CONSTRUCTED ALONG SHORELINE. MASONRY WALL
TOWN OF GREENWICH, CONNECTICUT
ENGINEERING DIVISION
SCALE = N.T.S.|
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